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air dlspenser

Specially designed AUTOFRESH™ Alr Dispenser
incorporates a single or double D-cell battery-
“JJBJO?QCS micro-motor fan system

ith continuous operation or variable
Intermittent ON/OFF controller and automatic
light sensor switch that silently circulates the
natural fragrances throughout the room.
This feature extends the optimum
service of each 40ml. sachet refill that lost at
least 60 days for most usage situations

Ideal for home use especially in bedrooms,
bathrooms and sitting rooms. Likewise for
commerclal applicafions at reception areas,
hallways, washrooms and guests room In
the hotel, restaurants, healthcare cenires,
sports clubs and wherever a clean and
natural refreshing environment is deslred.
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OPERATING INSTRUCTIONS

= [nsert 1 or 2 D-cell alkaline batteries

» Select auto-light sensor to ON/OFF
(ON-for automnatic shut off when room ks

dark without light or night)

. sSﬁac‘I light. medium or strong mode
UGHT: & minutes ON/3 minutes OFF.
MEDIUM: 1 minute ON/T minufe OFF,
STRONG: 2 minutes ON/I minufe OFF.

* Refill fragrance oll:

Tear open sachet and fill in the refillable
wick cartridge and ploce inside the shelf
below the fan,

= LED features:

LED Indlcator will have green biinking
when unit In operation and red

blinking light when batteries are weak

(replace batteries).

LED indicator stops blinking when unit is

not in cperation

Design Registration No: UK 2056922



